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The techno-economic performance analysis of biofuel production and electric power generation from
biomass fast pyrolysis and bio-oil hydroprocessing is explored through process simulation. In this work,
a process model of 72 MT/day pine wood fast pyrolysis and bio-oil hydroprocessing plant was developed
with rate based chemical reactions using Aspen Plus process simulator. It was observed from simulation
results that 1 kg s1 pine wooddb generate 0.64 kg s1 bio-oil, 0.22 kg s1 gas and 0.14 kg s1 char. Simu-
lation results also show that the energy required for drying and fast pyrolysis operations can be provided
from the combustion of pyrolysis by-products, mainly, char and non-condensable gas with sufﬁcient
residual energy for miniature electric power generation. The intermediate bio-oil product from the fast
pyrolysis process is upgraded into gasoline and diesel via a two-stage hydrotreating process, which
was implemented by a pseudo-ﬁrst order reaction of lumped bio-oil species followed by the hydrocrack-
ing process in this work. Simulation results indicate that about 0.24 kg s1 of gasoline and diesel range
products and 96W of electric power can be produced from 1 kg s1 pine wooddb. The effect of initial bio-
mass moisture content on the amount of electric power generated and the effect of biomass feed compo-
sition on product yields were also reported in this study. Aspen Process Economic Analyserwas used for
equipment sizing and cost estimation for an nth plant and the product value was estimated from
discounted cash ﬂow analysis assuming the plant operates for 20 years at a 10% annual discount rate.
Economic analysis indicates that the plant will require £16.6 million of capital investment and product
value is estimated at £6.25/GGE. Furthermore, the effect of key process and economic parameters on
product value and the impact of electric power generation equipment on capital cost and energy
efﬁciency were also discussed in this study.
 2014 The Authors. Published by Elsevier Ltd. This is an openaccess article under the CCBY license (http://
creativecommons.org/licenses/by/3.0/).1. Introduction
Crude oil remains the main source of transport fuel and is pro-
jected to continue to dominate the fuel market over the next two
decades [1]. However, biofuels are being rapidly deployed globallyas a sustainable substitute in an effort to reduce the world’s depen-
dence on crude oil due to the environmental implications of burn-
ing fossil fuels as well as stringent regulation on carbon emissions
[2–4].
Biomass is mainly converted into biofuels via biochemical and
thermochemical routes. While biochemical conversion processes
have been demonstrated on a commercial scale, they are econom-
ically unsustainable and exert market pressure on food crops and
362 M.B. Shemfe et al. / Fuel 143 (2015) 361–372biodiversity [4,5]. On the other hand, thermochemical conversion
processes which include pyrolysis, gasiﬁcation and hydrothermal
liquefaction have great potential for producing advanced biofuels
from non-food sources that do not compete with food sources
[3,4]. However, the products obtained from these processes vary
in physical properties and chemical composition, and consequently
present unique technical and economic challenges [6].
Among the various thermochemical processes biomass fast
pyrolysis presents the best case for maximising bio-oil yields which
can be subsequently upgraded into transport fuels [7,8]. Fast pyro-
lysis involves the anaerobic thermochemical decomposition of lig-
nocellulosic biomass from 450 C to about 650 C and at a short
vapour residence time of 2 s to produce liquids (bio-oil), solids (char
and ash) and non-condensable gas (NCG). The fast pyrolysis by-
products (char andNCG) can be combusted to provide all the energy
required to drive biomass pyrolysis and drying operations, while
the combustion waste heat can be exported or utilised for supple-
mentary electric power generation [9]. The bio-oil product has a
high composition of water and oxygenated organic compounds.
As a result, it exhibits acidic and corrosive properties and has a rel-
atively low HHV compared with conventional petroleum-derived
fuels, making it unusable in internal combustion engines [9].
Bio-oil can be upgraded into naphtha-range transport fuels via
two major conventional reﬁnery operations that have been broadly
identiﬁed and reviewed in literature, namely, hydroprocessing and
catalytic cracking processes [6,10,11].
Hydroprocessing encompasses two main hydrogen intensive
processes namely, hydrotreating/hydrodeoxygenation and hydro-
cracking. Hydrotreating/hydrodeoxygenation involves the stabili-
sation and selective removal of oxygen from untreated bio-oil
through its catalytic reaction with hydrogen over alumina-
supported, sulﬁded CoMo or NiMo catalysts or noble metal
catalysts, while hydrocracking involves the simultaneous scission
and hydrogenation of heavy aromatic and naphthenic molecules
into lighter aliphatic and aromatic molecules [6,9,10].
Although various fast pyrolysis reactor conﬁgurations have been
demonstrated on pilot scales in worldwide, the bubbling ﬂuid bed
reactor has been identiﬁed as the best in terms of ease of scalability,
biomass heat transfer efﬁciency and temperature control efﬁciency
[9]. The production of transport biofuels from the fast pyrolysis of
biomass is yet to be commercialised due to the high level of invest-
ment required for production and a lack of competitiveness with
fossil fuels. This makes process modelling and simulation an indis-
pensable tool for investigating process performance and the impact
of process and economic parameters on its economic viability.
The supporting solid operations required for the fast pyrolysis
process consisting of grinding and drying operations are currently
inadequately described in available software. Moreover, existing
process models specify the product yield compositions for the
pyrolysis reactor without accounting for the effect of temperature
and chemical kinetics due to the complexity of the thermochemical
reaction kinetics involved. In addition, most available reaction
models in literature are descriptive of the intra-particle relation-
ship rather than predictive of the product distribution [12]. As a
result, a high ﬁdelity process model is required for the analysis
of the whole process with minimal assumptions.
There are several studies on the techno-economic analysis of
biomass fast pyrolysis for bio-oil production available in literature;
however, very few studies consider the upgrading of bio-oil into
transport fuels or quantify the amount of electric power capable
of being generated from fast pyrolysis by-products [13–16]. These
studies report bio-oil costs ranging from US$0.62/gal to US$1.40/
gal and capital costs ranging from US$7.8 to US$143 million over
a 240 MT/day to 1000 MT/day plant capacity range. The signiﬁcant
disparity in the bio-oil costs from these studies can be attributed to
the fact that different assumptions were adopted in each study.Few researchers have conducted techno-economic analysis of
the fast pyrolysis process and bio-oil hydroprocessing for transport
fuel production [17,18] via a process simulation platform. In 2009,
Jones et al. [17] conducted a design case study to evaluate the pro-
duction of hydrocarbon biofuel from a 2000 MT/day plant of hybrid
poplar wood chips. In their study, capital expenditure of US$303
million was estimated with a minimum fuel selling price of
US$2.04. In 2010, another techno-economic analysis was also con-
ducted by Wright et al. [18] on a 2000 MT/day of corn stover fast
pyrolysis plant and subsequent bio-oil upgrading via hydrotreating
and hydrocracking processes to obtain fuel product value and cap-
ital costs at US$2.11/gal/US$287 million and US$3.09/gal/US$200
million for hydrogen purchase and in-situ hydrogen production
scenarios respectively.
In this study, a 72 MT/day fast pyrolysis plant of pine wood and
subsequent bio-oil hydroprocessing is modelled based on rate
based chemical reactions to evaluate the techno-economic perfor-
mance of the process. Particularly, more emphasis is made on the
detailed modelling of process equipment to ensure realistic model
results. The fast pyrolysis reactor model is developed using rate
based multi-step chemical reactions [19] in Aspen Plus process
simulator and validated with experimental results reported by
Wang et al. [20]. Auxiliary processes consisting of grinding, screen-
ing, drying, combustion, bio-oil collection system and power gen-
eration are modelled using design speciﬁcations with the
appropriate thermodynamic property methods. The hydrotreating
process is modelled adopting a pseudo-ﬁrst order reaction kinetic
model over Pt/Al2O3 catalysts [21]. Based on validated process
models, the effect of process and economic input parameters on
the process and economic performance are further explored.2. Material and methods
2.1. Process description
The overall process of transport fuel production from biomass is
divided into eight main processing areas described by the general-
ised process ﬂow diagram in Fig. 1. In the feed pre-treatment pro-
cessing area (A100), the feed undergoes grinding and drying
operations to meet the minimum feed requirement of 2 mm diam-
eter and 10% moisture content in the pyrolysis reactor. Next, it is
passed on to the fast pyrolysis area (A200), where the biomass feed
is thermochemically converted in the absence of oxygen into NCG,
hot pyrolysis vapours and char. The product from the fast pyrolysis
reactor is then fed into the solid removal section area (A300),
where char is separated from pyrolysis vapour and NCG before
the pyrolysis vapour is subsequently condensed. The condensation
of the pyrolysis vapours is achieved by quenching it into liquid in
the bio-oil recovery section (A400), which contains vapour
quenching process units. NCG and char separated from bio-oil
are then combusted in the combustion area (A500) to generate
the energy (hot ﬂue gas) required for biomass drying and fast pyro-
lysis processes. The residual heat from combustion, if any, is used
to generate the high pressure steam for power generation (A600).
The bio-oil is upgraded into gasoline and diesel fraction products
in the bio-oil hydroprocessing area (A700) containing hydrotreat-
ing and hydrocracking processes. Hydrogen required for hydropro-
cessing is generated in the hydrogen generation section (A800).2.2. Model development
The biomass fast pyrolysis model is implemented in Aspen
Plus V8.2 using its improved solid modelling capabilities. The
main model assumptions adopted in this study are presented in
Table 1. The comprehensive process ﬂow diagrams for bio-oil
Biomass (A100)  
Pretreatment
(A200)        
Fast 
Pyrolysis 
(A300)      
Solid 
Removal
(A500)  
Combustion 
(A400)         
Bio-oil 
Recovery
Exhaust
NCG 
(A600)   
Power 
Generation
Process heat and fluidization 
Char
(A700)           
Bio-oil 
hydroprocessing
(A800)  
Hydrogen 
generation 
Gasoline/
Diesel
Fig. 1. Generalised process ﬂow diagram.
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hydroprocessing and hydrogen generation (A700–A800) are shown
in Figs. 2 and 3 respectively.2.2.1. Pretreatment section (A100)
Wet pine wood stream (CHR-1) supplied at 20 mm diameter is
fed into a multiple roll crusher (CHR) in which the particle size is
reduced to 2 mm and followed by a screen (SCRN) for particle sep-
aration. The exiting wet biomass stream (CHR-2) with initial mois-
ture content of 25% is then fed into a rotary dryer (DRYER) at an
operating temperature of 300 C to reduce its moisture content.
A rotary dryer was adopted in the model due to its ﬂexibility in
operation, low maintenance costs and high operating temperature
range [22]. The energy required for drying is supplied by a fraction
of ﬂue gas (DYR-FLS) from the combustor (CB-BUR) which exits the
dryer as a mixture of hot air and water vapour (DR-4), while the
dried pine wood exits the dryer with a 10% moisture content
(DR-3). The dried biomass feed then goes into the ﬂuidised bed
reactor.Table 1
Process assumptions.
Process section Process assumption
Bio-oil production and power
generation
Pretreatment (A100) Biomass size as receiv
Fast pyrolysis (A200) Process heat supplied
Solid removal (A300) Solid products are sep
efﬁciency
Bio-oil recovery (A400) A direct contact spray
bio-oil as quench liqu
Combustion (A500) Char is combusted in
temperature up to 170
Power generation (A600) Steam Rankine cycle w
Bio-oil hydroprocessing Bio-oil hydroprocessing
(A700)
2 Stage hydrotreating
Hydrogen generation
(A800)
Hydrogen generated f
natural gas2.2.2. Pyrolysis section (A200)
Three model blocks (PYR-DEC, PYR-FLD and PYR-RXN) were
used to model a bubbling ﬂuidised bed pyrolysis reactor. In the
yield reactor (PYR-DEC), biomass is fragmented into its subcompo-
nents (cellulose, hemicellulose and lignin). The ﬂuidised bed (PYR-
FLD) is used to model the reactor’s ﬂuid dynamics with a speciﬁed
bed pressure drop of 150 mbar, an inert sand bed to biomass par-
ticle mass ratio of 1:1.25 and a reactor temperature of 500 C. The
reactor temperature is controlled by varying the ﬂuidizing gas ﬂow
rate comprising inert nitrogen gas (FLGAS-1). The transport disen-
gagement height in the ﬂuidized bed is calculated using Fournol
et al. [23] empirical correlation for FCC powders with particles
classiﬁed as Geldart B particles. The process heat and ﬂuidizing
gas for the ﬂuid bed is supplied at 863 C with a 1:1 mass ratio
to biomass feed. The rate based chemical reactions of each biomass
subcomponent was modelled by the CSTR (PYR-RXN) using multi-
step reactions kinetics of biomass pyrolysis developed by Ranzi
et al. [19]. The reactor products comprising a mixture of hoted is 20 mm with 25% initial moisture content
by NCG and char combustion with nitrogen as the ﬂuidizing gas
arated from the hot vapours stream by high efﬁciency cyclones at 95% separation
tower used for rapid quenching of bio-vapours to 49 C using previously stored
id
60% theoretical air to obtain 1269 C to prevent ash melting at adiabatic ﬂame
0 C
ith an isentropic efﬁciency of 80% and mechanical efﬁciency of 95%
reactions over Pt/Al2O3 catalysts
rom the reforming of 40 wt.% of the bio-oil aqueous phase and supplementary
Fig. 2. Fast pyrolysis process ﬂowsheet (A100–A600).
Fig. 3. Bio-oil hydroprocessing and hydrogen production ﬂowsheet (A700–A800).
364 M.B. Shemfe et al. / Fuel 143 (2015) 361–372vapours, gas and solids are sent into a cyclone (SP-CYC) to separate
the solids particles (PYR-SD) from the mixture.
2.2.3. Products separation and recovery (A300-A400)
Char and unreacted biomass (PYR-SD) are separated from the
hot vapour and gas stream (PYR-VAP) in a cyclone (PYR-CYC) at
95% separation efﬁciency and the separated solids aresubsequently fed into a combustor. The remaining stream of hot
vapour and gas (PYR-VAP) at 500 C goes into a spray tower
(QUENCH), where the hot vapours are quenched to 49 C using pre-
viously stored bio-oil liquid (QC-LIQ) at 25 C as the quench liquid
with a mass ratio of 10:1 to the hot vapour stream. The spray tower
is modelled using the Non-random two-liquid activity coefﬁcient
model with Nothnagel equation of state for the vapour phase
M.B. Shemfe et al. / Fuel 143 (2015) 361–372 365model (NRTL-NTH). NCG and the remaining condensable vapours
(QC-GAS) then go into a high pressure vapour–liquid separator
(DEMISTER) operated at 10 bar to collect the bio-oil vapours
entrained as aerosol particles. An electrostatic precipitator (ESP)
could be used instead, but this was precluded due to its very high
equipment cost [9]. The resultant dry NCG goes to a combustor
along with char while the quenched bio-oil is sent for further
upgrading in the bio-oil hydroprocessing section (A700-A800).
2.2.4. Combustion section (A500)
The combustion section is modelled by a yield reactor (CB-DEC)
and a Gibbs reactor (CB-BUR). Unreacted biomass separated from
the cyclone goes into the yield reactor (CB-DEC) where it is decom-
posed into its constituent elements before it is fed into the Gibbs
reactor (CB-BUR) along with char (assumed to be 100% carbon in
elemental constitution) and NCG. The Gibbs reactor calculates
the multi-phase chemical equilibrium by minimising Gibbs free
energy and it was modelled using the Peng–Robinson–Boston–
Mathias (PR–BM) equation of state. Although a maximum temper-
ature of 1700 C can be achieved at complete combustion, the fuel
mixture of solids and NCG are combusted in 60% theoretical air at a
combustion temperature of 1269 C in order to mitigate ash melt-
ing and prevent material failure at severe temperatures. Ash is
separated from the resultant combustion gases by a hot cyclone
(ASH-SEP). The resultant ﬂue gas (FL-GAS) is sent into a splitter
(GAS-SPLIT), where it is divided into two streams (PYR-FLGS) and
(DRY-FLGS). These are supplying heat for the feed nitrogen gas,
which goes to the ﬂuidized bed pyrolysis reactor and for the feed
air, which goes to the dryer via two-stream heat exchangers. The
residual ﬂue gas heat at 800 C is used for superheated steam
generation for subsequent electric power generation.
2.2.5. Power generation (A600)
The residual heat from combustion is exchanged with water in a
two-stream heat exchanger to generate superheated steam at
450 C and 50 bar with an outlet ﬂue gas temperature of 90 C.
The superheated steam is supplied to a steam turbine (TURB),
modelled at 80% isentropic efﬁciency and mechanical efﬁciency
of 95% to generate electric power (POWER).
2.2.6. Bio-oil hydroprocessing (A700)
Bio-oil product (BIO-OIL) is hydrotreated in a two-stage hydro-
treating process over Pt/Al2O3 catalyst due to increased aromatic
yield compared with conventional catalysts such as sulﬁded
CoMo/Al2O3 and sulﬁded Ni–Mo/Al2O3 [21]. The two-stage hydro-
treating process is modelled by two CSTRs (HDO1 and HDO2) usingFig. 4. Capital investment esa pseudo-ﬁrst order reaction model of lumped bio-oil species based
on previously reported study [21]. A yield reactor is introduced
afore the hydrotreaters to lump bio-oil into ﬁve pseudo-compo-
nents, namely, light non-volatile; heavy non-volatile; phenolics;
aromatics + alkanes; Coke + H2O + outlet gases. Since all chemical
compounds in the bio-oil are primarily composed of carbon, hydro-
gen and oxygen, the pseudo components are grouped solely based
on their molecular weights and functional groups. The lumped
bio-oil species go into the ﬁrst hydrotreater (HDO-1) operating at
mild conditions 270 C and 87 bar and is then fed into the second
hydrotreating unit (HDO-2) under more severe operating tempera-
ture 383 C and 87 bar in a hydrogen-rich environment of 5 wt.%
[24]. The weight hourly space velocity (WHSV) for the reactors is
speciﬁed as 2 h1. The hydrotreating product (HO-P) is sent into a
ﬂash drum (F-DRUM) operated at 40 C and 20 bar to separate
hydrotreater gas (HO-VP) from hydrotreated oil (HO-LQ).
Hydrotreated oil goes into a phase separator (PH-SEP) to sepa-
rate the polar phase from the non-polar phase with the former
going into a reformer to generate hydrogen and the latter fed to
a hydrocracker (HYD-CYC) to obtain gasoline and diesel range
fuels. The polar phase accounts for 69 wt.% of the bio-oil while
the oil phase accounts for the remaining 31 wt.%. Due to lack of
adequate knowledge of bio-oil hydrocracking reaction kinetics, a
yield reactor was adopted at 104.3 bar and 400 C while the reactor
yields are speciﬁed based on hydrocracking product composition
from the work conducted by Elliot et al. [25]. The hydrocrackates
are ﬁnally separated into gasoline and diesel products in a product
fractionator (SPLITER1 and SPLITER2).
2.2.7. Hydrogen production (A800)
The aqueous phase reforming unit entails two reactors: a pre-
reformer (PRFM) and an aqueous phase reformer (APR) repre-
sented by two Gibbs reactors based on UOP bio-oil aqueous
reforming process scheme [24]. This study assumes 40% of the
polar phase goes to the pre-reformer. The pre-reformer is operated
at 426 C to generate synthesis gas which is subsequently fed to
the aqueous reformer along with supplementary natural gas to
undergo equilibrium reforming reactions with superheated steam
at 270 C. The target hydrogen product ﬂow rate is determined
by varying the ﬂow rate of superheated steam required in the
reformer using a design speciﬁcation block. The product from the
aqueous reformer goes into a ﬂash drum where the gas mixture
is separated from the water vapour and then the gas mixture is
sent to a pressure swing adsorption (PSA) unit, which separates
the hydrogen from the gas mixture, which is then recycled for
hydroprocessing.timation methodology.
Table 2
Economic inputs and assumptions.
Parameter Value Parameter Value
Pine wood cost (£/ton) [26] 90 Annual RRR (%) 10
5 wt.% Pt/Al2O3 catalyst cost (£/kg) [27] 4500 Project contingency (%) 20
Ash disposal cost (£/ton) [18] 0.11 Project economic life (year) 20
Supplementary natural gas (£/GJ) 3.59 Working capital (%) 5
Electricity price (£/kW h) [26] 0.15 Depreciation method Straight Line
PSA operating cost (£/ton) 21 Plant overhead (%) 50
Project capital and product escalation (%) 5.00 Operating cost escalation (%) 3
Table 3
Proximate and chemical composition of pine wood [28].
Proximate analysis wt.%ar Subcomponent composition wt.%ad
Moisture content 25 Cellulose 42
Fixed carbon 20 Hemicellulose 23
Volatile matter 55 Lignin 24
Ash 0.7 Water 10
366 M.B. Shemfe et al. / Fuel 143 (2015) 361–3722.3. Process economics
Equipment cost estimation and sizing is carried out in Aspen
Process Economic Analyser V8.2 (APEA) based on Q1. 2013 cost
data. APEA maps unit operations from Aspen Plus ﬂow sheet to
equipment cost models, which in turn size them based on relevant
design codes and estimate the Purchased Equipment Costs (CPE)
and Total Direct Costs (CTDC) based on vendor quotes. The costs
of the equipment that cannot be estimated from APEA are esti-Fig. 5. Multi-step reaction pathwamated from Eq. (1) using costs reported by Wright et al. [18] as
the basis for estimation.
C1 ¼ C0  S1S0
 n
ð1Þ
where C1 is the new estimated cost with S1 capacity, Co is the initial
equipment cost with S0 capacity and n is the scaling factor, typically
0.6.
The hypothetical plant is situated in North-Western England,
hence material costs and wage rates in the UK are applied and
costs are given in Pound Sterling. The capital investment estima-
tion methodology adopted in this study for the nth plant scenario
is illustrated in Fig. 4. Total Indirect Cost (CTIDC), which includes
design and engineering costs and contractor’s fees, is taken as
20% of CPE. project contingency (PC) is taken as 20% of the sum of
Total Direct and Indirect Costs. Total Fixed Capital Investment
(CTFCI) is estimated from the sum of CTDC, CTIDC and PC, and total
capital investment (CTCI) is estimated from the summation of
working capital (5% of CTFCI) and CTFCI.ys for biomass pyrolysis [19].
Fig. 6. Reaction pathways for the hydrotreating of lumped bio-oil species.
Table 5
Bio-oil hydrotreating reactions [21].
Reaction A (s1) E (kj/mol)
1 Heavy non-volatiles? light non-volatile 6.40  10 78
2 Heavy non-volatiles? [alkanes + aromatics] 1.26  103 91.8
3 Light non-volatiles? phenolics 1.38  102 80.6
4 Phenolics? [alkanes + aromatics] 1.58  10 62.3
5 [Alkanes + aromatics]? [coke + water + gases] 7.75  10 75
Fig. 7. Aspen Plus simulation results vs. experimental data from [20] as a function
of reactor temperature.
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operating labour cost, raw material cost, hydroprocessing catalyst
cost, reformer catalyst cost, PSA packing, ash disposal cost, mainte-
nance cost, utilities cost, operating charges, capital charges, plant
overhead and general and administrative (G & A) costs. For dis-
counted cash ﬂow (DCF) analysis, the following investment param-
eters are assumed: tax rate of 40%, required rate of return (RRR)
10% and 20 years project economic life. The main economic inputs
and assumptions adopted for economic analysis are presented in
Table 2.
2.4. Model inputs
The model inputs including proximate analysis of pine wood
and biomass subcomponent composition are shown in Table 3.
Multi-step reaction kinetics of biomass pyrolysis as shown in
Fig. 5 was implemented in this work. Bio-oil hydrotreating reaction
kinetics was implemented by lumping approach of bio-oil compo-
nents, which is shown in Fig. 6. The kinetic parameters for biomass
pyrolysis and bio-oil hydrotreating reactions are given in Tables 4
and 5 respectively.
3. Results and discussion
3.1. Model validation
The fast pyrolysis model developed in this study is validated
with experimental work by Wang et al. [20] on a ﬂuidized bed
pyrolysis reactor using pine wood feedstock. The comparison
between fast pyrolysis reactor model results and experimental
measurements of pyrolysis products as a function of reaction
temperature is depicted in Fig. 7. It was observed that pyrolysisTable 4
Pyrolysis chemical reactions [19].
Reaction
1 Cell? CellA
2 Cell? 5H2O + 6Char
3 CellA? Levoglucosan
4 CellA? 0.95HAA + 0.25Glyoxal + 0.2Acetaldehyde + 0.25HMFU + 0.2Acetone
5 HCell? 0.4HCell1 + 0.6HCell2
6 HCell? 0.75H2 + 0.8CO2 + 1.4CO + 0.5Formaldehyde
7 HCell1? Xylan
8 HCell2? CO2 + 0.5CH4 + 0.25C2H4 + 0.8CO + 0.8H2 + 0.7Formaldehyde + 0.25M
9 LigC? 0.35LigCC + 0.1pCourmaryl + 0.08Phenol + 0.14C2H4 + H2O + 0.495CH4
10 LigH? LigOH + Acetone
11 LigO? LigOH + CO2
12 LigCC? 0.3pCoumaryl + 0.2Phenol + 0.35Acrylic + 0.7H2O + 0.65CH4 + 0.6C2H
13 LigOH? Lig + H2O + Methanol + 0.45CH4 + 0.2C2H4 + 2CO + 0.7H2 + 4.15Char
14 Lig? Lumped phenol
15 Lig? H2O + 2CO + 0.2Formaldehyde + 0.4Methanol + 0.2Acetaldehyde + 0.2Areaction model results agree considerably with experimental data,
particularly between 475 C and 550 C, which is the typical tem-
perature range at which bio-oil yield is highest. The hydrotreating
reactor model result was validated with experimental work by
Sheu et al. [21] at temperature of 400 C, pressure of 87.2 bar
and WHSV of 2 h1 over Pt/Al2O3 catalyst as shown in Table 6. It
can be seen from Table 6 that hydrotreating model results are in
adequate agreement with experimental data. The summary of sim-
ulation results from the validated model is presented in Table 7.
The moisture content of the biomass feed after undergoing dry-
ing operation is reduced to 10% while the evaporated moisture
from the biomass is purged with dryer exhaust containing
499 kg/h water vapour. The product yield from the pyrolysis pro-
cess is 22 wt.%, 64 wt.% and 14 wt.% for NCG, bio-oil and char
respectively. These values are comparable to previously published
studies [7–9]. The amount of water in the bio-oil product isA (s1) E (kj/mol)
8  1013 192.5
8  107 125.5
4T 41.8
+ 0.16CO2 + 0.23CO + 0.9H2O + 0.1CH4 + 0.61Char 1  109 133.9
1  1010 12.9.7
3  109 113
3T 46
ethanol + 0.125Ethanol + 0.125H2O + Char 1  1010 138.1
+ 0.32CO2 + CO + H2 + 5.735Char 4  1015 202.9
2  1013 156.9
1  109 106.7
4 + 1.8CO + H2 + 6.4Char 5  106 131.8
3  108 125.5
8T 50.2
cetone + 0.6CH4 + 0.65C2H4 + 0.5H2 + 5.5Char 1.2  109 125.5
Table 6
Hydrotreated bio-oil results validated with experimental measurements.
Lumped bio-oil components HT model (wt.%) Experiment [21] (wt.%) Percentage error (%)
Heavy nonvolatiles 22.94 24.57 6.63
Light nonvolatiles 29.83 29.41 1.43
Phenolics 10.55 10.63 0.75
[Aromatics + alkanes] 19.82 19.52 1.54
Gases + H2O + coke 16.86 15.87 6.24
368 M.B. Shemfe et al. / Fuel 143 (2015) 361–37220 wt.%, which is 31% more than the moisture remaining in the
biomass after drying. The increase in moisture content in the
bio-oil product can be attributed to the water generated during
pyrolysis reactions. About 80 wt.% of the total condensable vapours
is recovered in the spray tower. The incorporation of a high pres-
sure vapour liquid separator with the quench tower increased
the total condensable vapour recovery factor by 17.39% with a col-
lection efﬁciency of 84%. Only 97% of the total condensable vapour
ends up in the ﬁnal bio-oil product while the remaining 3% is
entrained in NCG. The combustible NCG mainly consists of H2,
CH4, C2H4, CO and small amounts of light volatile organic alcohols
and aldehydes, which collectively account for 66 wt.% of NCG,
while CO2 make up the remaining 34 wt.%. Residual solids from
the pyrolysis process mainly consist of char (100% carbon) and
unreacted biomass. The hydrotreated bio-oil generates long
chained aromatics, phenolics and aliphatic compounds which
amounts to about 37 wt.% bio-oil and are subsequently
hydrocracked into smaller hydrocarbon molecules.3.2. Energy efﬁciency
In order to effectively estimate the energy efﬁciency, the whole
process is divided into two main sub-processes: biomass pyrolysisTable 7
Stream summary of whole process.
Component (wt.%) Dried biomass Dryer exhaust
Nitrogen – 73.45
Oxygen – 21.94
Hydrogen – –
Methane – –
Ethylene – –
Carbon monoxide – –
Carbon dioxide – –
Water – 4.61
Levoglucosan – –
HAA – –
Glyoxal – –
Acetaldehyde – –
HMFU – –
Acetone – –
Acrylic – –
Xylan – –
Formaldehyde – –
Phenol – –
Methanol – –
Ethanol – –
pCoumaryl – –
L-Phenol – –
Naphthenes – –
Aromatic – –
n/i-Alkanes – –
Cellulose – –
Hemicellulose – –
Lignin Derivatives – –
Biomass 100 –
Char – –
Ash – –
Total mass ﬂow (kg/h) 2489 10,800process (drying, fast pyrolysis and electric power generation) and
bio-oil hydroprocessing (hydrotreating, hydrocracking and
aqueous reforming).
3.2.1. Energy efﬁciency of fast pyrolysis process
The total energy input (EB) into the biomass pyrolysis process is
estimated from the energy content in pine wood of 25 wt.% wet
basis in terms of its caloriﬁc value [26] and mass ﬂow rate, which
is about 11.32 MW. The electricity input requirement (Winput) for
dryer air blower, pyrolysis air blower, compressors and bio-oil
pumps is 0.08 MW. The energy content (EBO) of fast pyrolysis
bio-oil in terms of its HHVbio-oil [9] and mass ﬂow rate is estimated
to be 7.56 MW. Furthermore, the amount of 0.24 MW of electric
power is generated from the steam cycle (WHE).
The efﬁciency of fast pyrolysis without electricity generation,
g9p, is determined as
EBO
EB þwInput ¼ 66:3%
Next, the net electrical efﬁciency, g9el, is determined as
WHE
EB þwInput ¼ 2:1%NCG Bio-oil Char Fuel
82.00 0.17 – –
– – – –
0.33 0.00 – –
1.73 0.00 – –
1.63 0.05 – –
6.31 0.00 – –
6.21 0.19 – –
0.19 20.41 – –
– 47.94 – –
0.00 3.26 – –
0.11 0.63 – –
0.24 0.15 – –
– 1.81 – –
0.52 1.09 – –
0.00 0.01 – –
– 0.35 – –
0.62 3.46 – –
0.00 0.73 – –
0.02 2.66 – –
0.16 1.24 – –
0.00 1.47 – –
0.00 1.36 – –
– – – 70.00
– – – 12.00
– – – 18.00
– – 24.64 –
– – 15.01 –
– 12.34 1.14 –
– – – –
0.00 0.65 54.03 –
0.00 0.00 5.17 –
3045 1608 337 590
Table 8
Composition of various biomasses [28].
Component Pine wood Switch grass Poplar Pine bark
Cellulose 0.42 0.36 0.47 0.22
Hemicellulose 0.23 0.31 0.22 0.23
Lignin 0.24 0.18 0.20 0.47
Water 0.10 0.10 0.10 0.06
Ash 0.01 0.05 0.01 0.02
Fig. 8. Fast pyrolysis products and biofuel yield from various biomasses.
Fig. 9. Electric power generated from various biomass.
Fig. 10. Effect of initial moisture content in biomass on power generated in the
process.
Fig. 11. Proportion of capital investment for pyrolysis and hydroprocessing.
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electric power generation, g9pel, is determined as g9p +g9el = 68.4%.
The energy efﬁciency of the process without electric power gen-
eration is 66.3% which increases by 2.1% when a steam cycle is
integrated with the fast pyrolysis process to generate electricity.
However, the marginal increase in efﬁciency as a result of power
generation may not be sufﬁcient to justify the additional
investment in power generation equipment.
3.2.2. Energy efﬁciency of bio-oil hydroprocessing
Energy content (EBo) in the pyrolysis bio-oil is 7.56 MW and
energy content of supplementary natural gas (EN.G) fed to the aque-
ous reformer is 0.35 MW. The total electricity input requirement
(Winput) for hydroprocessing pumps and compressors is 0.1 MW.
The energy content (EFuel) of the product biofuel is 7 MW. Thus,
the local energy efﬁciency of the bio-oil hydroprocessing plant is
88% and the overall energy efﬁciency of the process of converting
biomass into biofuel products and electric power is 62%.
3.3. Effect of feed composition
Various biomass feeds were compared with pine wood to exam-
ine the effect of feed types in terms of their cellulose, hemicellulose
and lignin compositions on fast pyrolysis products and biofuel
yields. The composition of various biomasses used in the compar-
ative simulation is shown in Table 8. The effect of the biomass
composition on fast pyrolysis products and biofuel yield is pre-
sented in Fig. 8. It was observed that poplar produces the highest
bio-oil yield at 67 wt.% while pine bark produces the lowest bio-
oil yield at 56 wt.%, which in turn results in signiﬁcant variation
in the amount of fuel produced from each biomass with the highest
fuel yield (wt/wt biomass feeddb) observed for poplar at 25 wt.%
and the lowest fuel yield observed for pine bark at 21 wt.%. The
NCG yield follows an opposite trend with the highest yield at
27 wt.% observed for pine bark and lowest yield of 20 wt.% for pop-
lar. Also, the highest char yield is obtained from pine bark at
17 wt.% and the lowest char yield is observed for poplar at 13 wt.%.The amount of electricity generated from each biomass was also
investigated, and is depicted in Fig. 9. It was found that the highest
electricity of 0.30 MW is generated from pine bark while the low-
est electricity of 0.22 MW is generated from poplar.
Fig. 12. Total capital investment of pyrolysis plant according to technical areas.
Table 9
Economic results.
Parameter Value
Plant size (MT/day) 72
Total capital investment (£ MM) 16.6
Annual operating cost (£ MM) 6.4
Fuel yield (MMGGE/Year) 1.9
Product value (£/GGE) 6.25
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The initial moisture content in biomass has no signiﬁcant effect
on product yields, as it is reduced to 10% prior to its entry into the
pyrolysis reactor, but it has an effect on the amount of combustion
waste heat available for electric power generation. The impact of
initial biomass moisture content on the amount of electric power
generated from the process is explored by varying moisture con-
tent between 20 and 30 wt.%. As expected, the higher the initial
moisture content in the biomass, the more energy is required to
reduce its moisture content to 10% as required in the pyrolysis
reactor. The effect of the initial moisture content in biomass on
the amount of heat available for power generation is depicted in
Fig. 10, implying that the initial moisture content of the biomass
has an effect on the overall efﬁciency of the process.Fig. 13. Percentage difference in fuel product value over a ±20% ch3.5. Economic analysis
3.5.1. Economic results
Total capital investment (CTCI) for the 72 MT/day pine wood fast
pyrolysis, bio-oil hydroprocessing and hydrogen production plant
is estimated at £16.6 million, which accrues from the summation
of Total Direct Cost (CTDC), indirect cost (CTIDC), project contingency
and working capital. The percentage of contribution to CTCI from
the two main sub-processes, including the fast pyrolysis and bio-
oil hydroprocessing, is presented in Fig. 11. The results indicate
that the upgrading process accounts for 61% of CTCI at £10 million,
while the pyrolysis accounts for the remaining 39% at £6.6 million.
The proportion of CTCI for various process units in the fast pyro-
lysis process is shown in Fig. 12 which reveals that the pyrolysis
and pre-treatment sections account for most of the capital invest-
ment required for the fast pyrolysis process, which are about 2.48
and 2.08 £MM respectively, while char separation and combustion
contribute the lowest to CTCi in the fast pyrolysis sub-process i.e.
0.07 and 0.26 £MM respectively.
The result of the economic analysis is presented in Table 9.
Annual operating cost for the plant is estimated at £6.4 million
which accounts for operating labour cost, maintenance cost, super-
vision cost, utilities cost and raw material cost. In addition, cata-
lysts replacement cost of £7.6 million is applied in the ﬁrst and
tenth production years assuming a 10 year catalyst lifespan.
Hydrocarbon (gasoline and diesel) fuel yield for the plant is 1.9
million gallons per year and electric power generated per annum
is 2.01 GW h. Income is generated from the sales of hydrocarbon
fuels and the excess electricity produced. Electricity price is
assumed at £0.15/kW h based on average market rates [26]. The
fuel product value (PV) is obtained at zero Net Present Value
(NPV) based on a 10% discount rate. Product value for this plant
is observed at £6.25 per GGE when the NPV is zero.3.5.2. Sensitivity analysis
To evaluate the effect of process and economic parameters on
the economic performance of the process, a sensitivity analysis
was conducted for a ±20% change in fuel yield, operating cost, elec-
tricity generated, capital investment and tax as shown in Figs. 13
and 14. Product value (PV) has the highest sensitivity to variation
in fuel yield; increases of 10% and 20% in fuel yield result in 9%
and 17% decrease in PV respectively. Conversely, 10% and 20%
decrease in fuel yield result in 11% and 25% increase in PV respec-
tively. Operating cost was observed to have the second highestange (increase/decrease) in process and economic parameters.
Fig. 14. Fuel product value sensitivity to process and economic parameters.
M.B. Shemfe et al. / Fuel 143 (2015) 361–372 371impact on PV, with increases of 10% and 20% in operating cost
resulting in 7% and 15% increase in PV respectively, and vice versa.
PV increased by 7.34% and 7.66% when tax was increased by
10% and 20% respectively. On the other hand, PV decreased by
6.40% and 12.06% when tax was decreased by 10% and 20% respec-
tively. Variation in capital investment indicates a relatively mar-
ginal impact on PV compared to other parameters, with 10% and
20% increase in capital investment resulting in 1.4% and 3%
increase in PV respectively and vice versa. The lowest impact on
PV was observed for electricity generated, with 10% and 20%
increases in electricity generated yielding 0.48% and 0.90%
decrease in PV respectively, and vice versa.
4. Conclusions
A high ﬁdelity process model of a 72 MT/day pine wood fast
pyrolysis and bio-oil upgrading plant was built in Aspen Plus
and validated with experimental data from literature. Major con-
clusions drawn from this study are as follows:
 Simulation results indicate an overall energy efﬁciency of 62%
for an integrated plant while the local energy efﬁciencies of
the biomass fast pyrolysis process with and without electric
power generation indicates 66.3% and 68.4% respectively.
 The inclusion of power generation equipment increased the
total capital investment of the pyrolysis process by 16% whilst
generating only 0.24 MW which contributes a 2.1% increase to
energy efﬁciency, hence it does not justify additional capital
investment in power generation equipment; nevertheless, the
amount of energy available for power generation is highly
dependent of the amount of moisture in the biomass.
 The amount of moisture in the biomass has an effect of the
overall energy efﬁciency of the process, suggesting that prior
dried biomass is more suitable to increase the overall energy
efﬁciency of the process. Also, the process heat integration
can be further explored to improve the energy efﬁciency of
the whole process.
 Economic analysis indicates that gasoline and diesel products
can be produced from biomass fast pyrolysis and bio-oil hydro-
processing at a product value of £6.25/GGE and require total
capital investment and annual operating costs of £16.6 million
and £6.4 million respectively based on Q1. 2013 cost year over
a 20 year project cycle and a 10% annual discount rate.
 The bio-oil upgrading process contributes about 61% to total
capital investment while fast pyrolysis accounts for the remain-
ing 39%; thus further equipment optimisation may be required
to minimise capital cost in the hydroprocessing section. Sensitivity analysis of process parameters indicates that the fuel
product value is mostly susceptible to changes in fuel yield,
operating cost and tax while capital investment and electric
power generated show a minimal impact on product value.
Since catalyst development for upgrading bio-oil is being
researched extensively, any new advances in low cost catalysts
to improve fuel yield will reduce the cost of production signiﬁ-
cantly. Furthermore, tax breaks from government will have a
signiﬁcant impact on the process commercial viability, and ulti-
mately its outlook.Acknowledgements
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